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MF Telescopic Handlers
for comfort and productivity

3 models: up to 3.5 tonne lift capacity
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The Range: MF 8925 MF 8926 MF 8947

Lift capacity to full height 2500 kg 2200 kg 3000 kg

Maximum lift capacity 2500 kg 2500 kg 3500 kg
Maximum lift height 5.56 m 6.45 m 7.20 m
Maximum boom reach 3.12 m 4.10 m 4.06 m
Engine 4.4 litre Turbo 4.4 litre Turbo 4.4 litre Turbo
Power - *ISO hp (kW) 99 (74.5) 99 (74.5) 99 (74.5)
* ISO TR14396

Exceptional comfort, control and productivity

The Massey Ferguson 8900 Series is a range of high-specification
telescopic handlers that features a unique combination of
comfort, compact size, controllability, performance and
productivity.

Performance ... and peace of
mind

With three models to choose from, there is
bound to be an MF 8900 Series handler to
meet your needs exactly. From the astonishing
performance of the compact MF 8925 to the
massive 3.5 tonne lift capacity of the MF 8947,
each model has individual characteristics, but
a single high standard of design and build quality.

Based on a fully welded monocoque chassis
for strength and reliability, the compact design
of the MF 8900 Series offers a highly
manoeuvrable handler for fast work rates.
Each model uses an advanced hydrostatic
transmission with two response modes giving
either precise control when accuracy is
needed, or fast response when handling bulk
materials.

Our designers have made these features easy
for you to control through a simple, single
joystick for the boom and attachments, with a
finger-tip lever for directional control.

Investing in an MF 8900 Series telescopic
handler is the cost-effective solution for your
farm's materials handling needs. Massey
Ferguson's comprehensive dealer network
and first class parts support ensure peace of
mind when you make that investment.

Simple, precise control

The multi-function joystick gives full
proportional adjustment of all services from a
single lever, giving easy, precise boom control.

The electronically controlled hydrostatic
transmission offers infinitely variable ground

Below: New console includes
multi-function joystick giving full
proportional control of all services

The dash-mounted
overload indicator is
clearly legible in all
lighting conditions

speed with smooth ratio changes, even under
full load, so maximum productivity is achieved
at all times.

Added safety

The overload indicator gives a clear audible
and visual warning if load/reach limits are
approached. But then, if safe operation is not
re-established by the operator, the system will
automatically limit boom movement, avoiding
any possibility of dangerous practice.
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Comfort and output

The spacious, flat-floor cab has been
designed to optimise day-long outut. Both
the seat and the steering column are fully
adjustable, to ensure that every operator
can achieve an ideal driving position.

A large area of tinted glass all round,
combined with the low, angled boom
location, ensures good all round visibility.
Even when the boom is raised, its
geometry ensures that visibility through
the right hand side window is virtually
unrestricted.

MF 8925 Load Chart
(400/70-20 tyres)

MF 8926 Load Chart
(400/70-20 tyres)

MF 8947 Load Chart
(400/80-24 tyres)
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Naturally the cab complies with all current
ROPS and FOPS legislation and, in addition to
features already mentioned, standard
specification also includes large mirrors, seat
belt, rotating beacon, heater/demister, a
storage box behind the seat, a large
adjustable sun visor, plus a visual stability
indicator with audible alarm.

To maximise productivity on hot days, air
conditioning is among the options that can be
specified.

Left: The load capacity illustrations
clearly show that each model offers
outstanding lift performance in its
respective class

Below: Powerful Perkins engine
provides plenty of power and
hydraulic capacity; access is
excellent too! 
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MF 8925 MF 8926 MF 8947
A mm 4408 4905 6457
B mm 4052 4548 5129
C mm 1660 1660 2048
D mm 1041 1538 1476
E mm 365 365 449
F mm 2500 2500 2850
G mm 866 866 803
H mm 5608 6105 6457
J mm 1580 1580 1812
K mm 1984 1984 2216
L mm 2096 2096 2380
M mm 2304 2304 2608

MF 8925 MF 8926 MF 8947
Loader performance (norm EN 1459: 1998 Annex B)
Max. capacity - at ground level kg 2500 2500 3500

- at full lift height kg 2500 2200 3000
- at full reach kg 1100 900 1350

Max. lift height m 5.56 6.45 7.20
Forward reach - boom retracted m 0.97 1.62 1.72

- boom extended m 3.12 4.10 4.06
Engine
Turbocharged, liquid cooled, make Perkins Perkins Perkins
direct injection diesel type 1104-44T 1104-44T 1104-44T

Capacity litre 4.4 4.4 4.4
Power @ 2200 rev/min * ISO hp (kW) 99 (74.5) 99 (74.5) 99 (74.5)
Max. torque @ rev/min * Nm 412/1400 412/1400 412/1400  
* ISO TR14396

Transmission
Type Hydrostatic, 2 speed ranges in forward and reverse, electronically 

controlled with fast and slow transmission modes
Max. road speed km/h 30 30 30
Axles and brakes
Front axle With limited slip differential and oil-immersed disc brakes
Front/rear axle epicyclic reduction gears � � �
Hydraulically actuated parking brake � � �

Tyres
Standard 400/70-20 400/70-20 400/80-24
Optional 15.0/55-17 15.0/55-17 400/70-20 or 17.5LR24
Steering
Hydrostatic � � �
Front wheel, 4-wheel and crab steer � � �

Hydraulic system
Boom - gear pump capacity litre/min 84 84 95
Max. operating pressure bar 265 265 265
Engine cooling
- Gear pump capacity litre/min 35 35 35
Max. operating pressure bar 250 250 250

Weights and capacities
Weight, without implement kg 4820 5350 6910 
Hydraulic system litre 122 122 125
Fuel tank capacity litre 110 110 140

A-English/0105/10m
is a worldwide brand of AGCO Corporation

Every effort has been made to ensure that the information contained in this publication is as accurate and
current as possible. However, inaccuracies, errors or omissions may occur and details of the specifications
may be changed at any time without notice.Therefore, all specifications should be confirmed with your
Massey Ferguson Dealer or Distributor prior to any purchase.

Specifications:  � = Standard 
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