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Every effort has been made to ensure that the information contained in this publication is as accurate and
current as possible. However, inaccuracies, errors or omissions may occur and details of the specifications
may be changed at any time without notice.Therefore, all specifications should be confirmed with your
Massey Ferguson Dealer or Distributor prior to any purchase.

Specifications:  � = Standard � = Optional – = Not applicable/available 

MF 4435 MF 4445 MF 4455
Engine power
@ 2270 rev/min * ISO hp (kW) 74 (54) 88 (65) 98 (72)
Max. torque @ rev/min * Nm 296/1400 324/1400 359/1400  
* ISO TR14396

Engine
Turbocharged, water cooled, make Sisu Diesel Sisu Diesel Sisu Diesel
direct injection diesel type 33DT 44DT 44DT

Capacity litre 3.3 4.4 4.4
Transmission 12 forward, 12 reverse speed synchro sideshift gearbox with left-hand 

mechanical shuttle. Includes ‘creep’ gear down to 0.6 km/h at PTO speed.
Forward speed range km/h 0.9–40 0.9–40 0.9–40
Linkage and hydraulics
3-point linkage Top link sensing, Cat.2 linkage with telescopic ball ends
Linkage control Mechanical, with draft, position and drop-speed control
Max. oil flow litre/min 55 55 55
Maximum lift capacity kg �/� 2900 / 3300 3300 / – 3300 / –
Front linkage and PTO � � �

Power take-off
540/540E (750) @ rev/min � 1890/1594 (2214) 1890/1594 (2214) 1890/1594 (2214)
540/1000  @ rev/min � 1890/2074 1890/2074 1890/2074
‘Standard’ wheels and tyres (A range of wheels and tyres is available. please consult your Dealer)
Front - 2WD 10.00-16 10.00-16 10.00-16

- 4WD 13.6R24 13.6R24 13.6R24
Rear 16.9R34 16.9R34 16.9R34

Standard equipment includes: Flat floor cab, analogue instrument panel, vertical centre exhaust, tinted glass, opening side
and rear windows, cab heater, adjustable spring suspension seat, passenger seat, 2 spool valves, 2 rear work lights, aerial and
speakers.
Variable equipment includes: Low Profile cab, air conditioning, pneumatic seat with armrests, rear screen wash/wipe,
2 front work lights, radio cassette player, roof-mounted beacon.

Weights and dimensions (approximate, ‘standard’ wheels and tyres, with fuel)
Weight - 2/4WD kg 3210 / 3440 3330 / 3560 3360 / 3590 
Length, links horizontal - 2/4WD m 3.75 / 3.86 3.88 / 4.04 3.88 / 4.04
Width, minimum m 2.14 2.18 2.18
Height, over std./low profile cab m 2.66 / 2.51 2.70 / 2.54 2.70 / 2.54
Wheelbase - 2/4WD m 2.11 / 2.26 2.24 / 2.39 2.24 / 2.39
Fuel tank capacity litre �/� 70 / 95 70 / 95 70 / 95


